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INSTALLATION SET LAMBDA
This set allows you to install two broadband lambda probes on any exhaust !

AT 106 4020
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Lambda Probe Installations

1. Fitting for lambda probe in the exhaust is M18 x 1,5
1.1 Direct Installation (enough place for Wide Band lambda probe installation) 
1.2 Radial Installation (not enough place for Wide Band lambda probe installation) 

2. Fitting for lambda probe in the exhaust is M12 x 1,25
2.1 Direct Radial Installation 
2.2 Radial Installation

3. Exhaust is not equipped with any fitting
Direct Installation only
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18 Lubricant for pipe 
thread fittings

Lambda Probe Installations
1. Fitting for lambda probe in the exhaust is M18 x 1,5
1.1 Direct Installation (enough place for Wide Band lambda probe installation) 
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Lambda Probe Installations
1. Fitting for lambda probe in the exhaust is M18 x 1,5
1.2 Radial Installation (not enough place for Wide Band lambda probe installation) 
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18 Lubricant for pipe 
thread fittings
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Lambda Probe Installations
2. Fitting for lambda probe in the exhaust is M12 x 1,25

2.1 Direct Radial Installation 
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Lambda Probe Installations
2. Fitting for lambda probe in the exhaust is M12 x 1,25
2.2 Radial Installation
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Lambda Probe Installations
3. Exhaust is not equipped with any fitting or when stock

O2 sensors must remain connected (M8 engines)
Direct Installation

STEP 1 - drill a hole diameter of 4 mm 
STEP 2 - drill a hole diameter of 9 mm 

(drill is part of the set, drill machine isn't part of the set)

step 1 / 15 step 2 / 16
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39 39
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Lambda Probe Installations
3. Exhaust is not equipped with any fitting

Direct Installation
STEP 3 - install rivet nut M6
(rivet nuts & press tool are parts of the set)

31 Sealing for thread



108DP00188 / T106 0320 17.03.2021

18 Lubricant for pipe 
thread fittings

2

13

34

33

Lambda Probe Installations

3.1 Direct Radial Installation 
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Lambda Probe Installations
Sample of installing Lambda probe

Test the pump before measuring.
Tamp both inputs and switch the pump on. Value on
pressure gauge must be between 0,5 and 0,7 bar

See next
page
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Lambda Probe Installations
Test the pump before measuring

Tamp both inputs and switch the pump on. Value on
pressure gauge must be between 0,5 and 0,7 bar
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18 Lubricant for pipe 
thread fittings
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Exhaust pipe (dummy)

Lambda Probe Installations
3. Exhaust is not equipped with any fitting
STEP 4 - after measuring the holes closed bolts 

(screws are parts of the set)

10
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Notice 2
Twin Gas Pump pneumatic schema
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